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          AEC9011 (pending) may replace LV monitor and ALT OV disconnect relay. 
Otherwise, use B&C 505-1 ALT disconnect relay, same wiring.
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Enigma EFIS "2.5A slow"

what gauge?
22awg?
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LV warn from EIS
crowbar OVM active

dual transistorized mags

modified from Z-16M and Z-21A for a Jabiru 3300 powered Sonex
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3A inline fuse
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S8009 40A Alternator
Disconnect Relay

1 Watt 470 ohm resistor
for starter engaged light

AC output here!
bad idea r/t RF noise
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"...Attach the shield to engine ground at the magneto
end. Attach the shield to one and only one switch terminal
at the cockpit end..."

Why just one, instead of both or neither?

push
start

8awg

	 pink on or near engine
	 peach: forward side of firewall
	 green: aft side of firewall
	 blue: on or near instrument panel 
	 purple: wing tips

color scheme
I haven't figured out the fuse and fuselink sizes yet.
Comments appreciated :-)

4awg ground

Would this blow if the alternator were taken 
offline by the crowbar (or by mistake) while running?
Or should a diode be put in? 
Or get the signal someplace else, 
like from a P-lead? 

'Mic' key: 'on' when plug inserted

1-5 (or 2-5?) 
off-on-(on)

1-5 (or 2-5?) 
off-on-(on)

25A inline fuse

5A

Why have a 
22awg fuselink
in a 22awg wire?

25A inline fuse

S8007-1
10000uF@50vdc

Would  2-5 switches last 
longer than 1-5's? 


