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ECU MUST
BE LOCATED
INSIDE OF
COCKPIT
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EMS GROUND & AIRCRAFT
GROUND MUST NOT HAVE
CONTINUITY WHEN SWITCHES
ARE TURNED OFF
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THERE IS NO BACKUP BATTERY.
THE SWITCH PROVIDES POWER TO
THE FUSE BOX TO RUN THE ENGINE
IN CASE BOTH ALTERNATORS FAIL.
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FUSE BOX Must be mounted
in engine compartment.
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Gen BLACK
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Gen GRAY
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If generator A fails, generator B takes
over its functions and will no longer
supply the aircraft electrical system.
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 This wire supplies power to engine during start and it
 supplies  power to main bus while engine is running.
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input     output  
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The X3 connector...

Pin #1 ... Backup Battery Power IN to the Engine. Emergency Backup Power. 
This switch should have a cover over it to prevent accidental operation except 
for Emergency use.

Pin #2 ... Temporary Starting Power IN to the Engine. Used Only during 
Startup. Almost identical function to Pin #1.

Pin #3 ... ALT-B Power OUT from the engine. Used to charge the battery and 
power the Instruments.
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 Momentary
START PWR
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http://www.rotaxowner.com/en/rotax-forum/is-technical-questions/5822-backup-battery-switch
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