Fuel Injection Hose SAE 30R9
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Application:

Designed specifically for auto and truck fuel injection systems. Goodyear EP SAE 30R9 is CARB approved (C-U-06-011) with a maximum fuel permeation of 15 gm/m2/day at 40˚C.

Specific Fuel:

Gasoline, ethanol extended gasoline, oxidized sour gas, diesel fuel, biodiesel, lubrication oil.

Construction:
[image: image1.jpg]



 

Tube: Blue Flouroelastomer/Nitrile
Reinforcement: Aramid Spiral
Cover: Black Hypalon* (CSM)

Temperature Range F & C: -34° to 135°C (-29 to 275 °F) Intermittent use at 150 °C (302 °F)
SAE Specifications: SAE J30R9
USCG Specifications: NA

Goodyear EP Specification: 580200
Length: See table below. 1.5' (clamshell), 25' (spool), 25' (reel), 50' (carton)
Brand Layline: Goodyear ID" (mm) Fuel Injection Hose SAE J30R9 Country of Origin
Installation: See selection of Goodyear EP clamps and connectors

WARNING: Do not submerse in gasoline.
	Part Number
	ID (in)
	OD (in)
	Lengths (in)
	Working Pressure (PSI)
	Burst Pressure (PSI)
	Min Bend Radius(in)
	Vacuum HG(in)
	Weight (lb/ft)

	65148
	1/4
	.50
	1.5
	max 100
	900
	0.75
	24
	0.10

	65151
	1/4
	.50
	25
	max 100
	900
	0.75
	24
	0.10

	65301
	1/4
	.50
	250
	max 100
	900
	0.84
	24
	0.10

	65149
	5/16
	.56
	1.5
	max 100
	900
	0.84
	24
	0.12

	65152
	5/16
	.56
	25
	max 100
	900
	0.94
	24
	0.12

	65302
	5/16
	.56
	250
	max 100
	900
	0.94
	24
	0.12

	65150
	3/8
	.63
	1.5
	max 100
	900
	0.94
	24
	0.14

	65153
	3/8
	.63
	25
	max 100
	900
	0.94
	24
	0.14

	65303
	3/8
	.63
	250
	max 100
	900
	0.94
	24
	0.14

	65164
	1/2
	.80
	50
	max 100
	900
	2.00
	24
	0.16


*Hypalon is registered by DuPont Dow Elastomers, LLC.

The GOODYEAR (and Winged Foot Design) trademark is used by Veyance Technologies, Inc. under license from The Goodyear Tire & Rubber Company.

Goodyear Engineered Products are manufactured and sourced exclusively by Veyance Technologies, Inc. or its affiliates.
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